JAMB PREPARATION:

NOTE: ALL FRAMING MEMBERS AND
SPRINGING PADS PROVIDED
BY OTHERS

JAMBS AND HEADERS OF 2" x 6"
LUMBER. ALL BOLTS HEADS MUST
BE FLUSH.

SPRINGING PADS - SEE PAGES
“T-1' THRU "T-7'
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2 1/2" MIN. WIDTH FOR /

THESE STEEL MEMBERS

JAMB HEIGHT
SEE PAGES ‘T-1' THRU "T-7'

OPENING HEIGHT

OPENING WIDTH
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I— SIDE ROOM

2" TRACK
WOOD JAMBS STEEL JAMBS OVERLAPPING WOOD —
SIDE | CENTER SIDE CENTER | SIDE CENTER
ROOM | COLUMN | ROOM | cOLUMN | ROOM | COLUMN
212" 9" 212" 9" 5 172" 11"
3" TRACK I
WOOD JAMBS STEEL JAMBS OVERLAPPING WOOD
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ROOM | COLUMN | ROOM | cCOLUMN | ROOM | COLUMN
517" EE 512" EE 6 172" 13"
JACKSHAFT CHAIN HOIST \ )
SIDE | CENTER SIDE CENTER
ROOM | COLUMN | RoOM | coLUMmN CENTER COLUMN _I I_
20" 26" 172" 16"
STEEL JAMB: ] WOOD JAMB:

MOUNTING TYPE:

o MASONRY & STEEL JAMB:

REVERSE ANGLE

REVERSE ANGLE
WEATHER SEAL:
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STOP MOULDING:
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MOUNTING TYPE:
[J CONTINUOUS ANGLE

] BRACKET MOUNT
(SHOWN)

[J OVERLAPPING
WOOD JAMB:
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MOUNTING TYPE: |
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[J CONTINUOUS ANGLE
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- o CUST: JAMB MATERIAL: TRACK SIZE:
= npay JOB: o . MOUNTING TYPE:
on OPENING SIZE: W x H |SIDE ROOM:
ARCH:
CO RPORATION CONT: DOOR SIZE: ' "W X ' "H CENTER COLUMN: WEATHER SEAL:
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