
Distinguish your home with Clopay’s Limited Edition Reserve® Collection, a line of eight polystyrene insulated wood door 
styles based on the most inspired (and requested) custom designs.

MATERIAL DESIGN OPTIONS

Overlay Options

Meranti Redwood Lt. Cedar Mixed Cedar
 

Dark Cedar
 

Fir

Base Face Material

 
T&G  

Meranti**
T&G 

Redwood**
T&G  

Lt. Cedar**

 
T&G  

Mixed Cedar**

 
T&G  

Dark Cedar**

 
T&G  
Fir**

Luan Smooth  
MDO*

Grooved 
MDO*

  *MDO base cannot be stained.    
**On Tongue-and-Groove (T&G) base doors, the  
   wood species must match overlay species.

WINDCODE® AVAILABILITY CHART

Common Door Widths W1 W3 W4 W5 W6 W7 W8
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+13 / –15 PSF

SELECT W5 SELECT W5 F S
+32 / –36 PSF

F S
+39 / –45 PSF

10', 12' Wide Door S
+12.5 / –14 PSF

SELECT W5 SELECT W5 F S
+30 / –33.3 PSF

16' Wide Door S
+12.5 / –14 PSF

SELECT W5 SELECT W5 F S
+30 / –33.3 PSF

18' Wide Door SELECT W5 SELECT W5 SELECT W5 F S
+30 / –30 PSF

  S   Standard Windows Available                              W Impact Windows Available                        D Dade County Approved               
Impact Rated                                                      F Florida Approved                                       T Texas Department of Insurance Approved

DOOR DESIGNS

Design 1
with REC13 Window*

Design 2
with SQ23 Window*

Design 3
with ARCH3 Window*

Design 4
with SQ24 Window*

Design 5
with ARCH4 Window*

Design 6
with REC14 Window*

Design 7
with ARCH13 Window*

Design 8
 

*Various window designs may be chosen with each door design. Examples are shown.

Handcrafted 4 or 5-Layer Construction

WARRANTY
5 YR
L I M I T E D

LIMITED EDITION

WARRANTY
5 YR
L I M I T E D

CUSTOM

12

STYLE AND CONSTRUCTION
■	 Doors are available in 8 classic designs with  
	 13 window/top section styles.
■	 Windows are single pane, double strength  
	 1/8" clear glass and true divided lites  
		 (Obscure glass optional).
■	 Standard and optional decorative hardware available.
■	 Handcrafted 4 or 5-layer polystyrene insulated 		
	 wood door �construction with a 5.9 R-value.
■	 1/4" thick imported hardwood interior backer 		
	 glued to stiles and rails.
■	 Tongue-and-groove section joint.
■	 All doors can be factory primed or finish 		
	 painted white. Factory stain available for 		
	 stained grade wood species.
    Calculated door section R-value is in accordance with DASMA TDS-163.

For W6–W8 doors over 9' wide, add 2" to the door opening.

Limited Edition Reserve® Collection Design 8

LIMITED EDITION RESERVE® collection

OPTIONAL 
TONGUE-AND-
GROOVE BASE 
MATERIAL

OVERLAY

1/4" LUAN
INSIDE SKIN

POLYSTYRENE
INSULATION

BASE MATERIAL

HEMLOCK
FRAME


