HEADROOM REQUIRED 2

CLEARANCES SHOWN ARE MAXIMUMS, LESSER CLEARANCES MAY BE POSSIBLE.

ALL OPENING PREPARATION AND FIELD PAINTING SHALL BE PROVIDED BY
OTHERS.
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MINI DOOR SERIES: 150C

PROJECT:

ARCHITECT:

CONTRACTOR:

DISTRIBUTOR:

PLANT:

OPENING VERTICAL HORIZONTAL
HEIGHT | HEADROOM | HEADROOM 3. CURTAIN FINISH SHALL BE SILICON POLYESTER PRE-PAINT OVER GALVANIZED
GRADE 80 STEEL.
THRU 7°-4° | 15-172 17 4. GUIDES, BRACKETS, BOTTOM BAR ANGLE, HEAD STOPS AND HANDLES ARE
— ZINC COATED.
QVER 774 16" 17-172"
THRU 8'-8* 5. UNLESS OTHERWISE NOTED, LOCKING SHALL BE BY SINGLE MINI SLIDE LATCH
BOLTED TO CURTAIN AND SUITABLE FOR DOUBLE PADLOCKS AND SINGLE
OVER 8'-8* 177 18-1/4% CYLINDER LOCK BY OTHERS.
THRU 10’-0”
6. LATCH COVER IS YELLOW ZINC (STAINLESS STEEL OPTIONALY AND SLIDE IS
MAGNETIC STAINLESS.
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JAMB TYPE
FACTORY | pOOR SERIES OPENING SIZE OUTSIDE
ORDER QTY STEEL | CONC./ | wooOD | ROLLUP | CURTAIN
NUMBER 150C WIDTH | HEIGHT MAS. FRAME COLOR
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